










Power 

External Power Main power supply adapt er, 100-240 V AC at 50-60 
Hz

Output V oltag e 19 volt DC, 3.4 amps

Batt ery

Batt ery Lif e
Up to 30 hours stand b y time  

1 hour of continuous transmission at the highest rat e

Batt ery Type Lithium-Ion

Interfaces

Connect ors Ethernet (RJ-45)

User Interface Web-based graphical user int erface accessible via 
standard web browser .

External Ant enna Connect or GPS and only one ant enna connect or

WLAN Connectivity

IEEE 802.11 b/g/n standard with:
- WEP, WPA and WPA2 encryption
- SSID broadcasting control

- DHCP

Physical Charact eristics

Weight 1.4 kg (terminal and batt ery) 

Size 216mm x 216mm x 45mm

Packet Data Services

Streaming IP 384 kbps

Standard IP 444 kbps

Tolerances

Operating T emperature
Running from e xt ernal supply: -25°C t o +55°C

Running from batt ery: 0°C to +50°C

Storage Temperature
Including batt ery: -20°C t o +60°C

Excluding batt ery: -25°C t o +80°C

Operating Humidity 95% RH at 40°C

Mechanical Vibration 200-2000 Hz, 0.3 m²/s³
MIL-Spec 810B 

Unpacked Drop 0.5 m on concret e surface

Ingress Prot ection IP55 Standard

CE, EMC 301 444, 301 489, IEC 60950

Thuraya IP+
technical
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